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1 remove sharp edges
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10.0 8.0 44.0 8.0 10.0

80.0
3
7
.0

3
3
.0

7
0
.0

ø 4.0

3
4
.0

2
5
.0

1
1
.0

 1 : 2

North
1

25.0 3.0 52.0

25.0 55.0

80.0

3
.0

3
1
.0

3
.0

2
2
.0

1
1
.0

7
0
.0

4.0 16.0 4.0

24.0

3
1
.0

1
6
.0

4
.0

5
1
.0

2
2
.0

91
.8

18
.2

30
.0

7
0
.0

113.0°

1
0
.2

1
.6

1
0
.2

2
2
.0

20.0

192.4

6.5

 1 : 2

West
1

FRONT

FRONT

TOP

TOP

SIDE FOLD-OUT

SIDE FOLD-OUT

3D 3D

29.0

2
4
.0

ø 8.5

5
2
.0

3
.0

2
5
.0

8
0
.0

10.0 9.0 21.0 21.0 9.0 10.0

19.0 42.0 19.0

80.0

ø 5.4

ø 2.9

60.0

3.0 11.5 11.5 3.0

1
2
.0

1
2
.0

 1 : 2

Level 1
1

25.0 3.0 52.0

25.0 55.0

80.0

3
.0

3
1
.0

3
.0

2
2
.0

1
1
.0

7
0
.0

4.0 16.0 4.0

24.0

3
1
.0

1
6
.0

4
.0

5
1
.0

2
2
.0

91
.8

18
.2

30
.0

7
0
.0

113.0°

1
0
.2

1
.6

1
0
.2

2
2
.0

20.0

192.4

6.5

 1 : 2

West
1

4
8
.0

3
.0

5
1
.0

29.0

ø 19.0

1
.5

22.0

3.0 11.5 11.5 3.0

 1 : 2

South
1

11.0 25.0 31.0
12.0

15.0 15.0 10.0

67.0 52.0

119.0

1
0
.0

8
.0

2
2
.0

2
2
.0

8
.0

1
0
.0

8
0
.0

1
0
.0

6
0
.0

1
0
.0

8
0
.0

ø 4.0 ø 2.9

ø 5.4

4.0 16.0 28.0 11.5 11.5 28.0 16.0 4.0

48.0 23.0 48.0

119.0

4
.0

1
6
.0

4
.0

2
4
.0

ø 16.0 ø 8.5

 1 : 2

plat
1

11.0 25.0 31.0
12.0

15.0 15.0 10.0

67.0 52.0

119.0

1
0
.0

8
.0

2
2
.0

2
2
.0

8
.0

1
0
.0

8
0
.0

1
0
.0

6
0
.0

1
0
.0

8
0
.0

ø 4.0 ø 2.9

ø 5.4

4.0 16.0 28.0 11.5 11.5 28.0 16.0 4.0

48.0 23.0 48.0

119.0

4
.0

1
6
.0

4
.0

2
4
.0

ø 16.0 ø 8.5

 1 : 2

plat
1

11.0 25.0 31.0
12.0

15.0 15.0 10.0

67.0 52.0

119.0

1
0
.0

8
.0

2
2
.0

2
2
.0

8
.0

1
0
.0

8
0
.0

1
0
.0

6
0
.0

1
0
.0

8
0
.0

ø 4.0 ø 2.9

ø 5.4

4.0 16.0 28.0 11.5 11.5 28.0 16.0 4.0

48.0 23.0 48.0

119.0

4
.0

1
6
.0

4
.0

2
4
.0

ø 16.0 ø 8.5

 1 : 2

plat
1

11.0 25.0 31.0
12.0

15.0 15.0 10.0

67.0 52.0

119.0

1
0
.0

8
.0

2
2
.0

2
2
.0

8
.0

1
0
.0

8
0
.0

1
0
.0

6
0
.0

1
0
.0

8
0
.0

ø 4.0 ø 2.9

ø 5.4

4.0 16.0 28.0 11.5 11.5 28.0 16.0 4.0

48.0 23.0 48.0

119.0

4
.0

1
6
.0

4
.0

2
4
.0

ø 16.0 ø 8.5

 1 : 2

plat
1

25.0 3.0 52.0

25.0 55.0

80.0

3
.0

3
1
.0

3
.0

2
2
.0

1
1
.0

7
0
.0

4.0 16.0 4.0

24.0

3
1
.0

1
6
.0

4
.0

5
1
.0

2
2
.0

91
.8

18
.2

30
.0

7
0
.0

113.0°

1
0
.2

1
.6

1
0
.2

2
2
.0

20.0

192.4

6.5

 1 : 2

West
1

25.0 3.0 52.0

25.0 55.0

80.0

3
.0

3
1
.0

3
.0

2
2
.0

1
1
.0

7
0
.0

4.0 16.0 4.0

24.0

3
1
.0

1
6
.0

4
.0

5
1
.0

2
2
.0

91
.8

18
.2

30
.0

7
0
.0

113.0°

1
0
.2

1
.6

1
0
.2

2
2
.0

20.0

192.4

6.5

 1 : 2

West
1

25.0 3.0 52.0

25.0 55.0

80.0

3
.0

3
1
.0

3
.0

2
2
.0

1
1
.0

7
0
.0

4.0 16.0 4.0

24.0

3
1
.0

1
6
.0

4
.0

5
1
.0

2
2
.0

91
.8

18
.2

30
.0

7
0
.0

113.0°

1
0
.2

1
.6

1
0
.2

2
2
.0

20.0

192.4

6.5

 1 : 2

West
1

D
O

W
N

 9
0 

° R
3

U
P 

90
 ° 

R3

U
P 

90
 °

 R
3

R3
U

P 
90

 °



Discription: Material: 
Unity: Quantity:
Date:  Drawing reamains property of:  
Drawn by: 
Checked by:  

		   




curved pipe

02-02-2015
DL

AS

A3
2

1:2
2/3

millimeter

6
.5

2
3
.5

1
8
.2

4
.0

1
8
.2

3
0
.0

1
0
.0

2
0
.0

1
8
.2

ø 12.0

 1 : 2

Level 1
1

Applies to all components:
1 remove sharp edges
2 yellow electrolytic galvanizing (NL: geel elektrolitisch verzinken)

25.0 3.0 52.0

25.0 55.0

80.0

3
.0

3
1
.0

3
.0

2
2
.0

1
1
.0

7
0
.0

4.0 16.0 4.0

24.0

3
1
.0

1
6
.0

4
.0

5
1
.0

2
2
.0

91
.8

18
.2

30
.0

7
0
.0

113.0°

9
.5

3
.0

9
.5

2
2
.0

20.0

192.4

6.5

 1 : 2

West
1

4
8
.0

3
.0

5
1
.0

3.0 7.3

8.5

7.3 3.0

29.0

ø 19.0

1
.5

22.0

 1 : 2

South
1

A-A B-BSIDE

3D

B

A

A

B

drill 
one side thickness pipe = 1.5 mm 

total Ø = 22 mm



Discription: Material: 
Unity: Quantity:
Date:  Drawing reamains property of:  
Drawn by: 
Checked by:  

		   




straight pipes 1, 2 & 3

02-02-2015
DL

AS

A3
3

1:2
3/3

millimeter

390.0

2
2
.0

20.0 350.0 20.0

390.0

1
8
.1

245.0

1
5
.0

ø 5.5 ø 6.5

 1 : 2

West
1

Applies to all components:
1 remove sharp edges
2 yellow electrolytic galvanizing (NL: geel elektrolitisch verzinken)

ø 19.0

1
.5

ø 15.5

1
.3

ø 12.0

1
.5

 1 : 2

South
1

3D

TOP FRONT

A

B

C

A

A-A

B

B-B

C

C-C

1,
25

drill 
one side

drill 
both sides

thickness pipe = 1.5 mm 
total Ø = 22 mm

thickness pipe = 1.25 mm 
total Ø = 18 mm

thickness pipe = 1.5 mm 
total Ø = 15 mm

3
9
0
.0

22.0

2
0
.0

3
5
0
.0

2
0
.0

3
9
0
.0

18.1

2
4
5
.0

15.0

ø
 5

.5
ø

 6
.5

 1
 :
 2

W
e
s
t

1


